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. GENERAL NOTES
1. VIDEC CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA
ENGINEER.

CONSTRUCTION DETAILS

A. Install one video detection camera on existing mast arm pole.

B. Install micro loop probes with tead-in cables.

BY: ocward

2.

3.

5.

THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF THE
CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEQ DETECTION EQUIPMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL MICRO LOOP PROBE
LEAD~IN CABLES AND VIDEO DETECTION CAMERA CABLES TO THE APPROPRIATE

TERMINALS AND PROPERLY LABEL EACH CABLE SO THAT SHA FORCES CAN MAKE THE
FINAL CONNECTIONS.

. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE PROPERTY

OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATIONS.

ALL ‘UNUSED SIGNAL CABLES SHALL BE REMOVED AND DISPOSED.
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C. Use existing conduit.  STATE OF MARYLAND
D. Use existing hand hole. DEPARTMENT OF TRANSPORTATION
' . . 9 . . STATE HIGHWAY ADMINISTRATION
E. Use existing base-mounted cabinet and controller. OFFICE OF TRAFFIG & SAFETY
F.Use existing underground service. TRAFFIC ENGINEERING DESIGN DIVISION
G.Use existing telephone drop. MD 26 (LIBEF\’TY RD)AND
H. Disconnect existing detectors. | ST LUKES LANEKING JAMES ClRCLE
J. Install 4 in. PVC schedule 80 electrical conduit - slotted. | ' : ! |
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